Grid:

>1,27/1,91/2,54 mm

>50/75/100 Mil

Installation height with KS: 16,0 mm (.630) / variable
Recommended stroke: 4,3 mm (.169)

DKS Rotating Probe

Test Probes for Challenging Contacting Demands

Mounting and functional dimensions
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Collar height and installation height,
receptacles, electrical data, mounting
hole sizes and materials see compatible
standard probe series: GKS-050/075/100.
DKS ' Compatible probe | Page
DKS-050  GKS-050 25
DKS-075  GKS-075 26/27
DKS-100 GKS-100 28/29 DKS-100 DKS-075 DKS-050
in in in
KS-100  KS-076  KS-050
Mechanical data Materials
Working stroke: 4,3 mm (.169) Plunger: BeCu or steel , gold-plated
Maximum stroke: 6,35 mm (.250) Barrel: Nickel-silver or Bronze, gold-plated
Spring: Steel, gold-plated
Receptacle: Nickel-silver or brass,
gold-plated
Spring forces of DKS-050
Spring force at work. stroke: 1,5 N (5.40z) O LT Gl RPN
Alternative: 2,0N (7.2
ermative ON (7.202) Standard: -40° up to +80° C
Spring forces of DKS-075
Spring force at work. stroke: 1,0 N (3.60z) Electrical data
Alternative: 2,0N (7.20z) Current rating:
DKS-050: 2A
Spring forces of DKS-100 DKS-075: 3A
Spring force at work. stroke: 1,0 N (3.60z) DKS-100: 5A
Alternative: 2,0 N (7.20z) ; 3,0 N (10.80z) R;j typical: <20 mQ
1 Series Tip Tip style Tip diameter ~ Plating Spring force  Collar height
Ordenng example material (17100 mm) G = Aurun (dN) (mm)
2 = Steel
3 =BeCu
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