FINE PITCH PROBES

F209

Fine Pitch Probe

Double Plunger Probe
Centers (mm/mil) 0,70/28
Current 10A

R typ <70 mOhm
Temperature -20°C..+80°C

Spring Force (cN 20%)

Version Preload Nominal
Standard 10 50

Travel (mm)

Version Nominal Maximum
Standard 2,0 2,5

Materials and Plating

Plunger BeCu, gold plated
Barrel Bronze, gold plated
Spring Music wire, silver plated

Drill Size (mm)

Series Tip-@ TS1 Spring Force (cN)
1 1 R
F209 01 B 035 G 050
— n e T
TS1 Material Plating Total Length
Material: B=BeCu
Tip-@: 035=0,35mm (e.g.)
Plating: G =Gold plated

For applications like BGA, LGA, SOP, QFP, QFN-testing.
Suitable for mounting in sockets and test fixtures.

©0,35 ——

b £ e

$0,51 =

ot
3026 —— L 06

16,6

F209 0,51-0,53
Fine Pitch Probe

Double Plunger Probe

Centers (mm/mil) 0,70/28

Current 10A

R typ <70 mOhm
Temperature -20°C..+80°C
Spring Force (cN 20%)

Version Preload Nominal
Standard 10 50

Travel (mm)

Version Nominal Maximum
Standard 2,0 2,5

Materials and Plating

Plunger BeCu, gold plated
Barrel Bronze, gold plated
Spring Music wire, silver plated

Drill Size (mm)
F209

0,51-0,53

Tip Style Number Material @inmm Plating Version
— 01 B 0,35 G -
Fao06015036L050
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Series Tip-@ TS1 Spring Force (cN)
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F206 01 S 036 L 050
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TS1 Material Plating Total Length =|
Material: S = Steel
Tip-@: 036=0,36 mm (e.g.)
Plating: L= Longtime gold plated @0'51 o | 24,3
}
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For applications like BGA, LGA, SOP, QFP, QFN-testing.
Suitable for mounting in sockets and test fixtures.
Tip Style Number Material @inmm Plating Version
— 01 S 0,36 L -
21

Edition 06/2017. All rights reserved. Not all combinations are available. Further versions can be found at www.feinmetall.com



