HSS 120 Grid:
> 4,00 mm
High Current Probe up to 30 A > 160 Mil
Plug-in Test Probe Installation height with KS: 10,5 / 13,5/ 18,5 mm (.413 / .531 / .728)

Recommended stroke: 4,0 mm (.157)

Mounting and functional dimensions
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Collar height 02 05 10 * tip length 5 mm (.197) -
g
installation height with collar height 02: 12,5 mm (.492)
Total length (mm) 27,3 303 353 *+ pressed-on silver tip
: . wrx d-on silver tip, tip length 3,5 mm (.138)
Installation height pressed-on sTver tp, fp leng
. tallation height plus 0,5 mm (.020)
without receptacle (mm) 10311331183 installation height plus 0,5 mm
Compatible GKS Electrical data Mechanical data
GKS-113 (assembled in same receptacle) Current rating (at room temp.): max. 30 A Working stroke: 4,0 mm (.157)
with spring force > 1,5 N and BeCu plunger ~ Maximum stroke: 5,3 mm (.209)
Materials (**** spring force < 1,5 N not recommen- Spring force at work. stroke: 1,5 N (5.40z)
Plunger: BeCu or steel. gold-plated ded for high current applications) Alternative: 1,0 N (3.60z)* ***.
ger: + 80°0-P Rj typical: <10 mQ 2,25 N (8.102); 3,0 N (10.802)
Barrel: Brass, silver-plated
Spring: Stainless steel, gold-plated Current Rating
Receptacle: Brass, gold-plated Tral HSS-120 306 300 A 3002
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i Series Tip Tip style Tip diameter ~ Plating Spring force  Collar height
Orderlng example material (1/100 mm) A = Gold (dN) (mm)
2 = Steel S = Silver

3 =BeCu
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Receptacles: KS-113 30 KS-113 23 KS-113 46

80 Al specifications are subject to change without prior notification




