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Max. Current Load

25,0/30,0 A

Overall Length
33,75/36,15 mm

Working Travel

4,20 mm

Max. Travel
6,35 mm

Pitch

>4,0/4,75mm = 187mil

Series 127

Technical Data

Overall Length 33,75 mm
Minimum Centre Spacing 4,00 mm
Maximum Travel 6,35 mm
Working Travel 4,20 mm
Temperature Range from —55°C

Up to +120°C
Typical Resistance 10 mQ
Current Load rated/max. 15,0/ 25,0 A

Materials

CuBe hardened, gold
plated

Barrel Cu-alloy, gold plated
Spring Music wire, silver plated

Plunger

In the outer dimensions equal to the
Series 27, but due to the different
surface coatings more durable in high
current use.

Receptacles see page 37.

Series 128

Technical Data

Overall Length 36,15mm
Minimum Centre Spacing 4,75 mm
Maximum Travel 6,35 mm
Working Travel 4,20 mm
Temperature Range from —55°C

Upto +120°C
Typical Resistance 10mQ
Current Load rated/max. 15,0/30,0 A

Materials

CuBe hardened, gold
plated

Barrel Cu-alloy, gold plated

Stainless steel / Music
wire, silver plated

Plunger

Spring

In the outer dimensions equal to the
Series 28, but due to the different
surface coatings more durable in high
current use.

Receptacles see page 38.
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Spring Force (xx)

Preload Rated Force
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