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A

3,70
(.146)

8,30
(.327)

41,00
(1.61)

32,70
(1.29)

Extension height
variable from
min. 8,30 mm 
to 12,00 mm

S 071.00-C
Open Crimp End

S 071.00-L
Solder Cup

Series 071

Technical Data
Overall Length 36,8 mm
Minimum Centre Spacing 1,27 mm
Maximum Travel 6,35 mm
Working Travel 4,20 mm
Temperature Range from –55°C
Up to +120°C
Typical Resistance 25 mΩ
Current Load rated/max. 2,0 / 3,0 A

Materials

Plunger CuBe hardened, gold 
plated

Barrel Cu-alloy, gold plated
Spring Music wire, gold plated

Series 071

Ø 0,50 071.02.05.xx

Ø 0,90 071.05.09.xx

Ø 0,50 071.06.05.xx

Ø 0,90 071.06.09.xx

Ø 0,90 071.106.09.xx

Ø 0,90 071.08.09.xx

Ø 0,90 071.09.09.xx

Ø 0,90 071.20.09.xx

Having the same length and travel the series 071 

can be used in combination with the series 100 (for 

2.54 mm pitch) and 75 (for 1,90 mm pitch).

Spring Force (xx)
Preload

 
rated Force Code 

xx

0,2 N
0,3 N

0,6 N
1,0 N

06
10

For XXLonglife-Nanocoating  
order as  071X
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ø 0,55 (.022)

3,70
(.146)

28,7
(1.13)

ø 0,86(.034)

32,7
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(1.29)

ø 0,70 (.028)
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~ 0,5 (.020)

36,8
(1.45)

ø 0,69 (.027)

8,35
(.329)

2,00
(.079)

6,35
(.250)

28,45
(1.12)

ø 0,50 (.020)

ø 0,90 (.035)
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